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Aluminum Hydroxide  
Flame Retardant 

 
Technical Data Sheet 

CHEMICAL NAME: Aluminum Hydroxide  

CAS NO.: 21645-51-2 

STRUCTURE: 

Al

OH

HO OH 

 

Grade: AH-1 AH-5 AH-50  

Product Form: Pdr Pdr Pdr 

PRODUCT SPECIFICATIONS    

Appearance: White Powder White Powder White Powder 

AL(OH)3 (%) min 99.6 99.6 99.6 

SiO2 (%) max 0.01 0.01 0.03 

Fe2O3 (%) max 0.01 0.02 0.20 

Na2O (%) max 0.30 0.30 0.25 

Loss on ignition (%) max 35 35 34.6 

Moisture (%) max 0.30 0.30 0.25 

D50 (μm) 1-2.5 3-5 40-60 

Whiteness (%) min 98 98 95 

DOP (ml/100g) max 40 35 33 

PACKAGING:   

Bag:  25kg(net) paper bag with PE-inlay 

  Pallet weight:1000Kg 

Shelf Life: 24 months in original package 

 
Add: 
Rm N, 20Fl, Building B, 
New World Center  
88# Zhujiang Rd.  
Nanjing 210008 China 
 

 

地址： 

中国.江苏.南京。珠江路 88号 

新世界中心 B幢 20楼 N座 

邮编：210008 

 
Contact: 
Tel: +86 25 8446 2798 
Fax:+86 25 8446 3798 
 

 
Email: 
info@nurchem.com 
 
www.nurchem.com 
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